
    ○Features

   ・The small mounting type filter module with the outer

     size of 8mm in diameter.

    ・A variable width of 5nm○External Diagram          

   ・Fiber fixation by welding enhances product's reliability.

   ○Example of use （image）                                            

○Application

・The embedded optical filter module

  for the equipments of the optical fiber

  communications.

・Wavelength selection for WDM

・Optical noise cutting

○Specifications

FWHM Cavity Loss
1±0.2nm 1 ≦1dB
3±0.3nm 1 ≦1dB
5±0.5nm 2 ≦1dB

Size W8×H8×L58.6mm（without an attachment part.）　　　　　

※The filter is manufactured at Koshin. Please feel free to contact with us for product consultation.

Filter type　(Standard
BPF)

Tuning range
Central wavelength 

Fiber type
Fiber connector 

※Specification may be changed without a preliminary announcement.

※Others (BPF、LPF、SPF、ETARON, etc.)
   are available.
※The following is the specification in SMF.

FBPF

             Small mounting Module            In-Line　Tunable　Filter　Module　Series

The mounting type wavelength variable filter module with small outer size.

5nm

SMF　※Others(PMF、DSF, etc.) are available.                    
FC/SPC　※Others(SC、APC, etc.) are available.

F B P F / I L F

Please specify the central wavelength range which carries out variable. (Example : 1555-1560nm)
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For Inquiries　　　Yamaichi Electronics Group

Sales Department
69-3 Bodai Hadano-shi Kanagawa, 259-1302 JAPAN
TEL：+81-463-75-5196　FAX：+81-463-75-3535
E-mail：sales@koshin-kogaku.co.jp
URL：http://www.koshin-kogaku.co.jp

Head Office Sales Department
11F Technoport Mitsui Seimei Bldg. 2-16-2,
Minamikamata, Ota-ku, Tokyo 144-8581, JAPAN
TEL：+81-3-3778-6155　FAX：+81-3-3778-6177

URL：http://www.yamaichi.co.jp


